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Instruction on how to obtain the measurement ‘G’ & 

‘G1’ from the OE hub 
 

Measurements ‘G’ and ‘G1’ are very important when developing a new brake kit, 

and the measurements can not be taken wrong. Please refer to the following steps 

to obtain the correct measurements.  

 

1. Take measurement for a mounting hole on hub and inner diameter of the hole.  

 

 

 

 

 

 

 

 

 

 

 

 

2. Get a round stick whose diameter is same as the inner diameter of the mounting 

hole on the hub.  
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3. Put the stick onto the mounting hole with a nut at a 90 degree angle.  

 

 

 

 

 

 

 

 

 

 

 

 

4. Take measurement for outer diameter of OE axle hub and make a note of value as 

‘X’.  

 

 

 

 

 

 

 

 

 

 

 

5. Take measurement for outer diameter of the stick and make a note of value as ‘Y’. 
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6. Measure the distance between the stick and the OE axle hub and make a note of 

value as ‘Z’. 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Formula: X/2 + Y/2 + Z = G (G1) 

This formula application is used to assist you in gaining the measurement ‘G’ or ‘G1’ 

and the tolerance of 0.5mm is acceptable.  

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 


